
 

Campanas de prensado

• = Producto en stock.
1 = Producto no stock.

Código
de  Artículo 

Ø int.
DI

Ø de paso
DP

Longitud
L Espesor Stock

mm mm mm mm

Acero inoxidable SS 304

117371 30,0 25,5 25 1,50 1
117370 35,0 22,5 37 1,30 1
116272 42,0 27,5 42 1,50 •
116271 50,0 36,0 45 1,50 •
116270 57,0 43,5 52 1,50 •
116391 57,0 46,0 45 1,50 1
110279 67,0 55,0 63 1,50 •
116850 70,0 55,0 63 1,50 1
110280 83,0 68,0 73 1,50 1
116392 85,5 70,5 55 1,75 1
117377 86,0 68,0 73 1,50 1
117380 95,0 83,5 75 1,50 1
110281 98,5 83,5 75 1,50 •
117385 101,0 90,5 75 1,50 1
117387 103,0 90,5 67 1,50 1
110263 104,0 90,5 75 1,50 •
117386 106,0 90,5 75 1,50 1
117381 111,0 85,0 110 1,50 1
117382 111,0 91,0 110 1,50 1
116845 120,0 107,0 87 1,50 1
114535 122,0 107,0 87 1,50 •
117379 122,0 111,0 87 1,50 1
117390 126,0 107,0 87 1,50 1
116727 126,0 111,0 87 1,50 1
117391 130,0 107,0 87 1,50 1
117392 130,0 107,0 110 1,50 1
110264 130,0 111,0 87 1,50 •
117372 130,0 111,0 82 1,50 1

Acero galvanizado

114526 67,0 55,0 63 1,50 •
114529 83,0 68,0 73 1,50 •
114532 98,5 83,5 75 1,50 •

Aluminio

116269 57,0 43,5 52 1,50 1
117374 57,0 46,0 40 1,50 1
117373 57,0 46,0 45 1,50 1
117375 66,0 55,0 63 2,00 1
117376 66,0 55,0 45 2,00 1
117347 70,0 55,0 63 2,00 1
117348 84,0 68,0 73 2,50 1
117378 84,0 70,5 55 2,50 1
117349 101,0 83,5 75 2,00 1
117383 101,0 90,5 75 2,00 1
117384 104,0 90,5 75 2,00 1
117350 122,5 107,0 87 2,50 1
117388 126,0 107,0 87 2,50 1
117389 130,0 107,0 87 2,00 1
117393 130,0 111,0 87 1,50 1

Especificaciones técnicas
Material: aluminio, acero inoxidable y 
acero galvanizado.

para racor con cuello estriado
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